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Actual test results may vary. Refer test result disclaimer on page 160.

Key Features 
 A low hydrogen sodium coated electrode designed for 
out of position welding. This electrode is recommended 
for direct current, reversed polarity only. 

 To weld the modifi ed 9% Chromium – 1% Molybdenum 
steels such as P91, T91 and F91.  

 Primarily used in heavy wall components such as main 
steam piping and turbine rotors in fossil fuelled power 
generating plants.

Conformances
AWS ASME SFA 5.5 
E9015-B9
UNS W50425

Chemical Composition - As required per AWS 5.5
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Oxford Alloy® 9015-B9
AWS E9015-B9 • Chrome Moly

Typical Welding Parameters
Diameter

Process Volt Amps
(fl at)

Amps
(V/OH)in (mm)

3/32 (2.4) SMAW 21-25 65-80 65-75

1/8 (3.2) SMAW 21-25 90-110 80-95

5/32 (4.0) SMAW 21-26 135-160 120-140

3/16 (4.8) SMAW 22-26 160-210 140-160

Diameters & Packaging
Oxford Alloys USA Oxford Alloys Asia Pacifi c

Diameter
(in)

Length
(in)

Packaging
(lbs)

Diameter
(mm)

Length
(mm)

Packaging
(kgs)

3/32” 12 10 lb tube | 30 lb carton 2.6 300 4 kg tube | 12 kg carton

1/8” 14 10 lb tube | 30 lb carton 3.2 350 5 kg tube | 15 kg carton

5/32” 14 10 lb tube | 30 lb carton 4.0 350 5 kg tube | 15 kg carton

3/16” 14 10 lb tube | 30 lb carton 5.0 350 5 kg tube | 15 kg carton

Mechanical Properties - As required by AWS 5.5

Tensile Strength 
MPa (ksi)

Yield Strength 
MPa (ksi)

Elongation 
%

AWS 
Requirements 620 (90) min 530 (77) min 17 min

Typical Results - 
As welded 710 (103) 680 (99) 23




